
Heat Penetration
Report Name

Name: Heat Penetration

Input parameters
Broken Heating: No
Mode: Desired Process Time: 210 min
Retort Temperature: 121,00°C
Ti: 50,00°C
C.U.T: 0,58
j Correction: 1
Ball setup: Automatic

Input parameters
ID Name RT jh fh Result
2 TC14945 - Ch 2 117,45°C 0,91 151,33 18,33
1 TC14941 - Ch 1 117,45°C 0,9 141,44 21,49
3 TC14935 - Ch 3 117,45°C 0,91 153,72 17,64
4 TC14939 - Ch 4 117,45°C 0,9 142,52 21,13
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Operator: Klaus Vessel:

Session Start:
Session Stop:

Process:

Session Name:

Session Text:

Sterilisation
09-04-2007 18:46:37
09-04-2007 23:19:41
C:\Users\jer\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Outlook
\J4Q7YQLA\E-Val Flex - Heat Penetration in cans 2.d7x
Heat penetration in cans 603 x 408

Product:
Time Zone:

Retort #1
Recipe 232
UTC offset 07:00:00

Operator: Validation Manager Vessel:

Session Start:
Session Stop:

Process:

Session Name:
Session Text:

Validation
22-11-2013 09:31:31
22-11-2013 09:31:37
Retort Validation

Product:
Time Zone:

Retort
Food
UTC offset 01:00:00
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